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02169 SIP Professional Calibrated Tyre
Inflator

Part No: 02169
Price: £79.99 (exc VAT) Save £43.61 (RRP
£123.60) | £95.99 (inc VAT)

Specifications
02169 SIP Professional Calibrated Tyre Inflator

The SIP Calibrated Tyre Inflator is essential for easy and accurate professional tyre inflation.

Ideal for cars, motorcycles, bicycles, tractors and machinery, this practical and convenient device is
accurately calibrated (UNI EN 12645) to give air pressure readings.

A calibration certificate is included with each unit.

Tyre inflators are a vital piece of maintenance equipment for those wishing to ensure precise
measurements and maintain compliance with manufacturers' guidelines.

Applications & uses: Easy and accurate tyre inflation. Suitable for cars, motorcycles, bicycles, tractors
and machinery.

Ideal for garage, workshop or mobile use.

SIP 2-Year Standard Silver Warranty

Features

Calibration certification
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Certificate included to verify quality and accuracy of measurement of the device.

Calibration is valid for 1-year from purchase.

Large dual display WIKA gauge dial

Clear and easy-to-read WIKA display indicates both bar and psi readings.

Max. supply pressure 12bar/174psi.

Ergonomic and easy-to-use

Fitted with an easy-grip rubber handle and trigger, flexible heavy-duty hose (1mtr) and high-tension
clasp connector for reliable inflation.

Compact and lightweight

Ideal for use in a garage or workshop, or as mobile maintenance equipment.

Specifications

Gauge Diameter: Ø 73mm

Gauge Calibration Specification: UNI EN 12645

Gauge Reading: BAR / PSI

Max. Pressure: 174psi (12bar)

Hose Length: 1mtr

Connection Type: 1/4" BSP Thread

Product Dimensions: 220(H) x 100(W) x 120mm(D) (Body/Gauge) + 1mtr hose length


