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SAC1903BB Compressor 90L Vertical Belt
Drive

Part No: SAC1903BB
Price: £599.95 (exc VAT) Save £500.00
(RRP £1099.95) | £719.94 (inc VAT)

Specifications
SAC1903BB Compressor 90L Vertical Belt Drive

**Shop Collection or only available for delivery to the following local Postcodes HR, WR, SY
& LD.**

Please note that this is a service exchange item - some items may not have the original
packing and may be shop soiled and / or have some cosmetic damage including dents or
scratches.

If you are interested in this product and are outside of our local Van delivery area, please
enquire with our Sales Staff on 01568 616266 or by email at
sales@carpentergoodwin.co.uk for Courier delivery rates if you have a UK Mainland
delivery address only, for this product.
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Air Displacement: 13.4cfm(380L/min).

Maximum Free Air Delivery: 9.7cfm(275L/min).

Maximum Pressure: 145psi(10bar).

Suitable for the professional workshop these units are fitted with a genuine 3hp motor.

Vertical tank saves space without compromising on performance.

Twin capacitors and a centrifugal switch aid trouble-free start-up on a 13A supply.

Pump features heavy-duty full cast cylinders, capped by alloy heads for improved heat dissipation and
long-life.

Heavy-duty drive guards protect belt and flywheel that is designed to force air over the pump to aid
cooling.

Specifications:

Air Displacement cfm(L/min): 13.4(380)

Maximum Free Air Delivery cfm(L/min): 9.7(275)

Maximum Pressure: 145psi(10bar)

Minimum Rated Supply: 13A

Motor Output: 3hp

Outlet: Quick Release Coupling

Phase: 1ph

Receiver Capacity: 90L

Size (W x D x H): 525 x 495 x 1130mm

Speed: 1636rpm

Supply: 230V/13A


